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GENERAL

1.

Purpose. The purpose of these standards is to provide developers and designers with a
guideline for construction of improvements which are of adequate capacity and life

5pan, can be reasonably maintained, and are aesthetically acceptable to the general

public, while allowing freedom to use alternate or innovative materials and methods of -
construction. '

Alternate design.sfandards will be accepted when it can be shown. to the satisfaction of
the Director of Public Works (hereinafier referred~to as the "Director") that the
alternate design will meet the intent of these Standards. The Director will consider

- appearance, durability, ease of maintenance, public safety, and other.appropriate factors

in evaluating proposals.

In some locations, compliance with these standards may impose a hardship due to

- existing development ‘or -unusual ‘topography. In such locations, the Director may

accept alternate standards. _ :

Scope. These standards shall apply to all improvements within the public right of way,
to all improvements within the proposed public right of way of new subdivisions, for
all improvements intended for mairtenance by the City, and for all other improvements
for which the City Code requires approval from the Director, :

. Standard Specifications.. Standard Conétlfuction Specifications, which-include standard

drawings, have been adopted by the City of Pullman. The standard specifications and
standard drawings should be used in the design and construction of improvements
intended for public use andfor maintenance in the City of Pullman. Where
improvements are not -¢overed by these design standardsmor: by. the standard
specifications nor by the standard drawings, the Director shall establish appropriate

Project Pl@.' Plans for public improvements shall be submitted on sheets not larger
than 24 x 36 inches. Plan sheets larger than 8% x 13 inches shall be permanent,
reproducible copies (ink on.mylar or similar). The use of City of Pullman standard

‘symbols (see Attachment No. 8) is encouraged. Where other symbols are used, each
- plan sheet must include a legend defining the symbols used. In general, 2 minimum

horizontal scale of 1 inch = 40 feet is preferred for plans of proposed improvements in
the public right of way, - ' :

ineer Certification of Plans. Plans for major improvements in the public right of
way shall bear the stamp and signature of an engineer licensed to practice in the state of
Washington and qualified for the work being performed. The designer shall submit
calculations or other appropriate materials supporting the design of utilities, pavements,
and storm drainage. The designer shall submit calculations for structures and other



designs when requested by the Director.

Permits. All work requiring the disruption of the City rights of way as defined in the
Pullman City Code, Title 11, shall require a right-of-way permit prior to the start of
work. This requirement will also apply to development that has received plan approval
from Public Works where such development will impact existing City ROW,

Easements.” No easements (water, sewer, storm or other utilities) will be allowed to
center on a property line without specific approval of the Director. The easement must
normally be located on-one side or the other of a property line. For major utility mains,
- -easements shall be improved to provide vehicular access capability for maintenance
purposes, as required by the Director. : '

Performance. and Warranty Guarantees, Warranty Guarantees. will be required' for all

- public works improvements in new subdivisions. which.,are.. constructed prior to
acceptance by the City. Acceptable methods of guarantees will be as follows:

A)  Maintenance Bond.
B) Certificate of Deposit
(8)) Letter of Credit

D) - Cash Deposit.

Documents for carrying out these methods shall be approved by the City.

a.  Performance. Pefforﬁlance Guarantees will be.required as detailed in Pullman
City Code, Plats and Subdivisions, Section 13.80.180. :

b. * Warranty, A written warranty for the public works improvements, inclusive of
streets, sidewalks, curbs, gufters, storm drains, sewer and water systems,
erosion control and storm water and drainage Systems, constructed or installed
is required at the time of final acceptance by the City. Said watranty shall

~ provide for the repair, replacement or maintenance of all public works
* improvements that will ultimately be the responsibility. efithe City. Such repair,
replacement or maintenance shall be to the City' Standards under which the
“work was approved. For all public works improvements, the warranty shall run
for a minimum of one year. :

The warranty amount shall be a maximum of ten percent (10%) of the

. - -documented final cost of the improvements. These funds may be.used by. the

. City in the event the owner or developer fails to make required corrections to

. failures or perform required maintenance as required by the City. These funds

‘' are not infended to cover the cost of major failures. Such failures will remain

the responsibility of the owner or developer if they occur within the one year

warranty period. At the end of the warranty period a final inspection will be

made fo determine if the Warranty can be released. Warranties will be released
upon approval by the Director. - - S
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B.

PROVIDING FOR FUTURE DEVELOPMENT

1.

a0 op

Meeting Regional Needs. All public improvements shall be designed as a logical part
of the development of the surrounding area. Storm sewers and sanitary sewers shall be
sized to accommodate -the entire drainage basin which they will ultimately serve.
Water mains shall be designed and constructed to provide distribution and looping to
adjoining systems. Arterial streets will be developed to the extra widths indicated

. under "Streets," Utilities and street improvements will be extended to the boundaries

of the development for future extensions to the adjoining areas. The Director may
require oversizing of utility lines to accommodate future growth of the City,

Where existing City utility lines do not adjoin the proposed development, the developer
will be required to extend the lines to the development as necessary. Where existing
roadway improvements do not extend to the proposed development, the developer may
be required to improve the roadway, inéluding sidewalks, to the development. Except
as provided below, these extensions will be at no cost to the City.

Recovering Costs. When the improvements will also serve adjoining properties (e.g.,
extensions of existing utilities or improvements along the boundary of the
development), a portion of the.costs can be recovered from owners of the adjoining
property by one of the following methods:

a. A private agreement between the various property owners;

b. A reimbursement district, requiring owners of adjoining property to pay an
equitable share of the costs in the future at the time they connect to the
improvements (requires City Council approval for formation of a
reimbursement district); :

c. A local improvement district, ‘which authorizes the City to make the
improvements and to distribute the costs to the benefited property owners,
usually allowing up to ten years for repayment (requires City Council approval

- and, usually, agreement of more than 50 percent of the property. owners).

City Participation in Cost. The City will share the cost of oversizing of impfovements

~for public use.in excess of the following, provided that the-oversizing is for the purpose

of meeting regional requirements exceeding the requirements of the specific project
being developed: . o : '

© water lines in excess of 8-inch diameter;

sanitary sewers in excess of 8-inch diameter;

storm sewers in excess of 12-inch diameter; ,

street widths in excess of 33 feet (curb face to curb face);

arterial street pavement structural sections in excess of minimums shown in
 standard drawings 3 and 4, : : -
Some areas under development may be so large or so isolated that while oversizing is
still appropriate, the oversizing would speak more to the needs of the overall area being
developed rather than regional needs. In these cases a determination may be made by
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the Director that sharing in oversizing would not be appropriate.

The City's share of the cost of ovetsizing will be based only on the extra materials costs

' caused by the oversizing, The City's share of materials costs will be determined by the

Director based on recent bids received by the City, price quotations from reputable
suppliers, and similar impartial information. Any agreement by the City to share the
costs of oversizing is subject to availability of City funds, must be in writing, and must
have the approval of the City Council by resolution. ' Any work not receiving City
Council approval will not be eligible for City payment for oversizing. The City's

. participation in oversizing will be by one.of the following methods: -

a. Method A: City constructs a portion of the improvement; developer constructs
the remainder of the improvement, Apportionment of the construction to be
- determined in advance based on estimates by the Director. .

b.  Method B: Before start of construction; developer establishes an escrow
account to cover developer's share of.the .costs. . City constructs entire
improvement using either City forces or contract, as appropriate. City uses
escrow account to pay developer's share of cost. Upon completion, any funds
remaining in the escrow account ate returned to the developer.

c. Method C: Developer constructs all improvements, then Bﬂls-City's share per
prior agreement. -

Deférred Construction.. When projects are located remote to existing roadway

improvements, portions of street work may be deferred to a later date to allow more
orderly construction of a complete project. The developer will be required to provide

Director.’

TREETS

C. S
1.

R

Arterials.. Arterial streets are designated and classified by the Arterial- Street Plan and

the Comprehensive Plan adopted by the City Council.

Design Speed. Streets shall be designed to the following MINIMUM design speeds:

major arierials _ 40 mph
secondary arterials 35 mph
collector arterials 30 mph
all other through streets 25 mph
cul-de-sacs 20 mph

 Street Width, ' All streets shall have & minimum width and pavement section as shown

in Pullman standard drawing 3 or 4, except as follows:

- a Collector arterials shall have a minimum curb-to-curb width of 38 feet. All

- other arterials shall have a minimum curb-to-curb width of 46 feet. . Pavement
Page 4
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sections for all arterial streets and for streets in industrially and commercially
zoned areas shall have greater pavement thickness than shown in the standard
drawings if the projected traffic loading for such streets indicate need for
greater pavement thickness based on the pavement design methods described in
- the Design Manual of the Washington State Department of Transportation.

b. Extra width may be required on arterials where,nécessary to provide turning
lanes. '

c. On designated bicycle routes, extra width and delineation may be required for
bike lanes, ‘ ‘

d. It is the intent of the City to obtain full width street improvements on all newly
- constructed streets, regardless of the ownership .of properties on each side of the
street being proposed as part of a development.:On:proposed streets where only.
one side of the street is being developed, all reasonable options must be
considered for obtaining a full width street.: :\When the-property not proposed for
development, but adjacent to the required street, is owned by the developer of
the subject project, it will be assumed that a full width street shall be installed.
In cases where no practical options exist for obtaining a full width street, a
~ ~:phased-approach to building the strect may be approved, at the discretion of the
Director. ‘The first phase of development shall have a minimum of.2 inches of
asphalt (thicker asphalt may be required on arterials) and a width of 24 feet.
The design shall allow for widening and the addition of additional asphalt
thickness at a future date if appropriate. _ |

"".e.  The Public Works Director allows a deviation. Any deviation-allowed must be

 consistent with good engineering practices and adopted long range plans of the

City. : : |
Street Crass-'S'ect_iq_g.: Street cross section design shall comﬁly with that set forth in the
City Public Works Department Standard Engineering Specifications, standard
- drawings, o L

-+ Curbs and Sidewalks. Plans for proposed. developments. shall. show curbs, gutters and

~ sidewalks. for . all-streets as-shown in ‘the City’s “standard: drawings. To .ensure the
construction of these sidewalks, the developer shall provide the City, prior to City
acceptance of the subdivision, performance warranty in the form of a bond, a two-party
certificate of deposit, a letter. of credit, or cash for an. amount equal to 100% of the
estimated cost to construct all sidewalks in the subdivision. In lieu of these forms of
warranty security, with the approval of the Director, a Deed of Trust secured by real
property in an amount equal to 100% of the estimated cost to construct all sidewalks in
the subdivision plus $20,000 may be used as said sidewalk construction performance
- warranty, At the three year anniversary of the City acceptance of the subdivision, all
sidewalks not yet constructed shall, at that time, be constructed by the subdivision
developer. ‘Provided, however, that any sidewalks which, at that time, are scheduled to
be constructed as a condition of a building permit shall be exempt from this
requirement. Failure of the developer to construct required sidewalks shall be cause for
the City to construct said sidewalks and recover the costs incurred from the related
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performance warranty. Curb returns at intersections with arterials shall have a
minimum radius of 20 feet, Curb returns in areas zoned commercial or industrial shall
have a minimum radius of 20 feet. Curb returns at all other intersections shall have a
minimum radius of 15 feet. Inn existing developments where new construction on an
empty lot or remodeling of over 30% of the structure is to occur and sidewalks are
‘missing or damaged to the point of being unsafe, they shall be installed or repaired
prior to receiving the final permit sign off and/or Certificate of Occupancy. This
requirément shall also apply where construction is being proposed to replace a fire
destroyed or razed building. Where curbs and gutters may be wholly or partially
missing, a determination as to their need will be made on a case by case basis by the

-« wrDirector.. Rolled curbs may. be:constructed in-a new subdivision: provided that the street

design includes a minimum 5-foot-wide soft planter strip between the curb and the
sidewalk, “Soft” as used in the preceding sentence means pervious to water, such as
- grass,-gravel, or.landscape fock, as-opposed to impervious:surfaces such as asphalt,
- concrete, or pavers, Planter strips are not otherwise "'r‘equire&-ﬁnvnew-developments._
Vertical curb may be constructed with or without adjacent planter strips. Rolled curbs
-may be constructed with adjacent sidewalks on the ends:of cul-de=sac streets and along
- eul-de-sac streets less than-400 feet long where pedestrian traffic can be expected to be
minimal, with approval of the Director. Rolled curbs are not allowed on arterial streets
or on any portion of any street where the grade exceeds 10%. Curbs and sidewalks

+ et - constructed-in-existing-developments shall-generally conform to existing improvements -

in terms of rolled versus vertical curb and planter strips, as approved by the City
Engineer. - .

' Storm - Diains: Al streets shall have drainage by means of catch basins and
underground pipes except that phased construction may utilize ditches for drainage in

. all but the final phase. Catch basins shall be placed at locations and spacings to ensure
that runoff resulting from the 10-year storm will not overflow the top of curbs or the
crown of the street, whichever is lower. Catch basins should be located near

- intersections o intercept storm water before it reaches the crosswalk. - Surface drainage
across a street (valley gutters, etc.) will not normally be allowed. '

“Stopping Sight Distance. - Minimuny stopping-sight distances shall be provided for all -
vertical curves, horizontal curves, and intersections as follows: g

" a. - onmajor arterials 350 feet
-b. on secondary arterials 275 feet

- .C on collector arterials 240 feet

d.  onother streets 200 feet

Sight distances on vertical curves shall be determined in accordance with the formulas
- shown in the' Design Manual of the Washington State Department of Transportation

(see Attachment Nos. 1 through 3). Stopping sight distances for sag vertical curves
- may be waived where adequate street lighting is installed. Sight distances at

- intersections shall be measured as shown in Attachment No. 4. In addition, vision
clearance areas must be maintained per 17.35.020(3).of the City Code.
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11.

12,

Street Grades. Longitudinal street grades shall be not less than 0.5 percent, Wherever
possible, maximum longitudinal street grades shall not exceed the following:

on major arterials 6 percent
on secondary arterials 7 percent
on collector arterials 10 percent
on all other streets 15 percent

e g

At intersections, the street grade should be no greater than 5 percent within 20 feet of

- the near curb line of the intersecting street; where arterials intersect nonarterial streets,

- +this restriction -applies only to the nonarterial street. In selecting street grades, the

. Vertical Clearance. Minimum vertical clearance on all streets is 16.5 feet.

designer should check requirements for sight distances, wheelchair ramps, and
drainage, ‘

Horizontal Curves. Wherever possible, minimum centerline radii-for horizontal curves
are as follows:

on major arterials 715 feet
on secondary arterials 560 feet
on collector arterials 425 feet
on-all other streets 200 feet

except cul-de-sacs ' 100 feet

pe o

On arterial streets, there should be a tangent section at least 100 feet m length-between
curves, - :

- Rail Crogsings.. Railroad crossings shall meet City standards and be consistent with the
- requirements of the associated railroad. In general either rubberized or concrete tub

crossings will be required.

‘Hlumination. Street lights shall be provided. on..metalsdavits..as -approved by the

Director and in general conformance with the following: - . -

" a. . -:On arterial-streets: 200 watt; high-pressure sodium- luminaires at a- spacing of

150 feet and at intersections. .

b. ..On all other streets:. 100 watt, high-pressure sodium luminaires at intersections
and at intermittent locations where deemed necessary by the Director. '

[y

SIDEWALKS

Public sidewalks will be-required on both sides. of all streets, both-new and existing, and in
new pedestrian easements and must be placed at the time of property 'development or
redevelopment except as required for new subdivisions in Section C.5. Sidewalks along arterial
streets shall be at least 7 feet in width unless otherwise approved by the Director. Sidewalks
on all other streets shall b a minimum of 4.5 feet in width. The width of the curb shall not be
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included in the width of the sidewalk. Also see Section ‘C’, STREETS,

Wheelchair ramps will be required at all intersections and at all crosswalks, Where possible,
wheelchair ramps along arterial streets shall be designed in accordance with City of Pullman
standard drawings 9 and 10.

EROSION/SEDIMENTATION CONTROL

1.

Land alteration regulated. ‘When a planned ‘or anticipated land alteration activity, such

' - ag-clearing (removal of vegetation), grubbing (temioval of root vegetation), grading and -

stockpiling, within the City, has the potential of damaging off site property or

‘degrading water quality, an erosion and sedimentation conirol plan must be submitted,
--approved and implemented prior to beginning any work. The.degree of control required

in the plan will depend on soil types, slepe.steepness-and timeofiyear. . The plan shall
clearly indicate the construction sequence for establishment of all.erosion control work,
both temporary and permanent, and shall be on.a.separate:sheet.from the other site

improvements. The primary purpose of the plan will be to. retain sediment within the

boundary of the construction site.

Phone numbers. and contacts must be-provided that can be reached on a 24-hour basis
in the event that the erosion controls need to be repaired or enhanced.

General requirements.

a. - An erosion/sedimentation plan is required for all development and can be
very simple for development of a single residential lot, to very complex for
large subdivisions or large site development where steep slopes may be

-+ greated-or where:the.work done may impact an environmentally sensitive area -
(stream, wetland, etc.). The plan shall clearly indicate the construction
sequence for establishment of all erosion control work both temporary and

: permanent and shall be on a separate sheet and made.available to field crews
responsible for implementing the control plan: . The basic.requirément of the
plan is that sediment be retained.on the site.” ‘Management Plans shall include, - -
at a minimum: e .

1) Name, address, and 24-hour telephone 'number(s) for the pefson(s)
responsible for regular observation and repair or replacement of all
. erosion and sedimentation' control measures,

-2) ‘Schedule for regular inspection, maintenance, and replacement of
- erosion and sedimentation control measures.

b. The temporary erosion confrol system shall be installed prior to all other

construction.

- c - ‘Where possible, natural vegetation will be maintained for silt control.

1
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As construction progresses and seasonal conditions dictate, the erosion control
facilities shall be maintained and/or altered to ensure continuing erosion/
Sedimentation control through construction completion and until permanent
drainage facilities are operational and required vegetation is established.

The public right-of-way shall be kept clean through the use of good
construction practices, construction entrances, and frequent street cleaning.

Gravel, soil or construction equipment shall not be stored in the City ROW
without written permission from the City Engineer.

Discharge from dewatering of utility trenches or foundation areas shall be to the
nearest sedimentation pond, or to a specially created sump area, in a nonerosive
fashion. '

Control methods. The following are control methods that inay typically be used to

contain erosion and sediment transport. . Related. typical.drawings. are also available at
the Public Works Department which further detail these methods.

a.

Check Dams and Rock Berms. Check dams and/or berms constructed of earth,

-rock; -or straw bales -shall be incorporated into erosion control facilities as

appropriate.

Straw bales (staked in place) may be used as energy dissipating drop structures,
flow direction control structures and/or dams to create ponding:

" Rock berms may be substituted for straw bales as filtering devices.

Cut-off Trenches - Interceptor Ditches, Dikes or Berms:

These structures are comstructed to channel water away from
unprotected slopes or erodible soils, to convey silt Iaden water to
sedimentation facilities or to dissipate:drainage:into-the natural on-site
vegetation. ST _ :

If the location of the trench, ditch or-dike.may.result in -erosion of the
structure itself, stabjlization of the structure may be required. Riprap,

-~ temporary sodding, or a combination of filter fabric and riprap are
methods of structure stabilization that may be required to prevent
crosion. .

‘Filtering Devices. Filtering devices, such as filter fabric fences, shall be used fo

filter ronoff prior to discharge from site. Approved filter fabrics are Celanese
fiber, polyvinyl chloride woven eloth, reinforced chlorosulfinated polyethylene

+ cloth, chlorinated polyethylene woven cloth, such as Mirafi 100X, Typar 3401,

Stabilenka 100, or approved equal.

Flexible Down Drains. Flexible down drains may be utilized as temporary

‘Structures to protect open slopes and shall be constructed of flared end sections
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connected by plastic sheet tubing, heavy-duty fabric, or nonpetforated
corrugated plastic pipe.

d. Gradient Terrace. A gradient terrace is an earth embankment or ridge designed

- 80 that the top of the constructed ridge is no‘lower at any point than the design

elevation of the water surface at the outlet under design flow and is installed so

~as to intercept surface runoff and convey it to a stable outlet at a nonerosive

velocity. Gradient terraces may be useful both as a temporary and/or a
permanent erosion control measure.

€. ~. Sediment Traps: - Sediment traps are structures of limited capacity. désigned to
create a temporary siltation pond/filter around storm drain inlets or at points
where silt-laden stormwater is discharged, Periodic maintenance by the
© =t v contractor-or.developer.is.crucial to.the. proper functioning .of sediment traps.
Placement of filter fabric under the.grate.of:a catch:basin.is.not an acceptable

method of inlet protection. - _

f.  .Temporary Construction Entrance. A temporary construction entrance is a rock
stabilized temporary entrance pad and shall be constructed at points where
traffic will be entering or leaving a construction site from or onto public right of

*# -=~way.- Thepad shalt-be of sufficientlength-and-width to-eliminate transportation

of mud and sediment from the construction area onto the public right of way by

- motor vehicles or by runoff, but under no circumstances shall it be less wide

. than the ingress/egress at the right of way nor less than 25 feet long. The

stabilized construction entrancé shall be a minimum thickness of 8 inches and

constructed of material approved by the City Bngineer. The entrance shall be

maintained to the-satisfaction of the City Engineer. When site conditions are-

 such: that the temporary entrance pad fails to perform as required, additional

measures shall be.employed as necessary to maintain the right-of-way free from
tracked mud or sediment,

g Tem Soil Stabilization Meagures. Soil stabilization measures protect soil
-~ from the erosive forces-of raindrop impact -and. flowing:water. Acceptable
measures include establishing vegetation by sodding-or:seeding, mulching with

2.0 tons of straw per acre or:approved-equal;.plastic:or.other impervious
<covering staked to:the ground or anchored with rocks or.sandbags, and the early

application of gravel base on areas to be paved.

« . -~ The most appropriate. measure should be chosen given the time of the year and
the site conditions. Seeding alone is acceptable only on flat areas and slopes
less than 25%, and only during the periods from March 1 to May 15 and August
15 to October 1 or as otherwise required or approved. Muilch may need to be

held in place by utility mesh netting or tackifier.

‘h. . T Siltation/Sedir tion Ponds. Temporary siltation/sedimen-tation
~ ponds shall be required of al] land alteration operations in order to detain runoff
waters and trap sediment from erodible areas, thus protecting properties,
drainage ways, and streams below the land alteration from damage by excessive
sedimentation and debris deposition. The dam or barrier forming the pond shall
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be located to provide for maximum volume capacity for trapping sediment
behind the structure as well as for greatest ease of clean out, The temporary
pond requirement may be waived, at the discretion of the City Engineer, for
small areas of land disturbance where potential damage is minimal and pond
construction’ impractical as long as runoff from all such areas i fittered prior to

discharge from the site.

Temporary siltation/sedimentation ponds are basins created by construction of
a barrier or by excavation or by a combination of both, Interior surfaces of
the sedimentation pond shall be stabilized where required to prevent erosion of
the pond bottom and/or sides. Interior sides of the pond shall be no steeper
than 3 feet horizontal to 1 foot vertical. ~Siltation/sedimentation ponds shall
provide a minimum of 2 feet of dead storage below the outflow elevation and
+:will-be-sized to provide -a minimum of: 1..cubic foot_of live storage per 100
square feet of channel area. A stabilized: access should be provided to the

' siltation/sedimentation pond for sédiment-removal-and:other maintenance.

F. STORM AND SURFACE WATER DRAINAGE

L

- General. Drainage control shall be provided on all property improvements within the

City of Pullman per these Standards, ‘applicable City ordinances, current and future
Storm water policies, master plans and applicable State or Federal laws. The .

. Washington State Department of Ecology (DOE) Manual for the Puget- Sound Basin

shall be considered the technical reference for best available practices. Of special note

o is the need to comply with the DOE General Storm Water Permit issued under the

Clean Water Act for industries and construction,. This permit covers 11 categories of
industries and construction activities involving sites of over 5 acres in.size. The
developer of parcels over 5. acres in size. must apply directly to the DOE Spokane office

for a storm water discharge permit.

Surface water en;ceﬁng the subject propérty shall be received at the naturally occurring

location and surface:water exiting the subject property; shall be:discharged at the natural

location with adequate energy dissipaters. Increased surface water flows resulting from

- . the creation of impervious surfaces must be.managed-so.as.to.pratect adjacent property.
. ‘Proposals to‘modify natural-drainage patterns must be reviewed and approved by the -

Director. Such review may include consideration of the City wetlands and sensitive
areas requirements and may require approval of adjacent property owners.

In-general, storm water control should be through above ground coﬁt‘ol—s suchas = -

ditches and ponds, rather than piping and underground detention facilities. . This
approach provides increased treatment of storm water, ground water recharge and in
some cases, lower long-term maintenance cests. Ditches will not be expected where
standard street. sections, including curbs, gutters and sidewalks, are to be installed.
Where possible, storm water from parking areas with over 10 spaces must be treated

- using some form of bio-filtration prior to discharge to a natural drainage or the City

storm ‘drain system, Eavironmentally sensitive areas shall be protected from potential
impact of storm water by methods accepted by the Director. High risk land uses such
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as auto repair/maintenance shops, car washes, certain industrial operations, retail auto
parts stores and fueling sites may require special attention to controlling storm water.

Design Size. Storm and surface water control facilities, including but not limited to
storm 'drain inlets, pipes, detention and retention ponds, biofiltration and mechanical
treatment facilities or structures shall be sized to carry storm drainage runoff based on
engineering calculations for the following minimum storm recurrence frequency:

For drainage areas less than 50 acres in aren, a 10-year storm frequency; for drainage
'+ areas greater than 50 acres but less than 100 acres, a 20-year storm; for drainage areas

- rgreater:than.100:acres,-a-50-year-storm; -for-improvements to the drainage channels in - -

the floodway, a 100-year storm.

- -The.ational formula may.be used -in calculating storm. runoff, utilizing the rainfall
intensity shown in Attachment No. 5. : :

- Discharge/Retention, Detention Design. Plans for storm. drainage. shall indicate where
the storm water will be discharged. If the proposed development will increase the rate
or energy of storm runoff, it must be shown that the pipes and channels downstream
from the discharge point can carry the proposed munoff without damage to the adjoining

- .-properties.- - “Wherever possible,:-provisions -should be made for detainage and/or .

retainage ‘of storm water in order to decrease the rate of storm runoff and, moré
importantly, to decrease the peak runoff volume. Staged outlet control is to be included
in all designs with single discharge orifice designs greater than 4 inches, In ‘addition,
 the maximum  size* of ‘any-exposed orifice, including overflows, shall be 4 inches or
shall have trash-rack type protection as approved by the Director. Detention ponds
-with side slopes steeper than 3 -horizontal to 1 vertical or designed to maintain a pond
depth greater than 1 foot when fiilly drained shall be protected by a security fence at
least 4 feet high. Detainage or retainage will not be required for properties developing
- with less than 10,000 square feet of impervious area. Only above giound systems will
be allowed in the flood plain. Guidance in designing detainage and retainage basins,
other than within the Hatley Basin as noted in section 4, is provided by the City

- -~handout -of ~standard -drawings -on.-storm “water. control systermns;.the ‘handout titled -

- “Estimation of Runoff” and the definitions .of.control.systems contained in this

~document, as well as the Washington.:State: Department zof. Ecology storm water

. For all development in the Hatley Basin, as ‘detailed in the May 2000 Hatley Creek
Storm Drainage Basin Study prepared by Gray & Osbomne, Inc., discharge rate control
and detention shall be provided as determined by utilizing the Santa Barbara Urban
Hydrograph (SBUH) method. Staged discharge outlet structures and detention
facilities shall be provided to control discharge rates to not exceed predeveloped flows
for the following storm events: 50% of the 2-year, 24-hour; the 10-year, 24-hour; and
the 100-year, 24-hour storms. Pre:development conditions shall be the current
. condition as opposed to the pristine condition and the standard summer/fall climate
‘shall be used. For post-development a winter/spring climate shall be used by assuming
- 100% saturated or frozen ground providing little or no infiltration (CN=98),
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Easements, Where storm drains run outside an existing public right of way, easements
will be required for public maintenance. Such easements shall be a minimum of 10 feet
in width. Where the City is to construct the storm drain, a construction easement will
be required having a minimum width of 20 feet. o |

Service fines. All new subdivisions and developments shall include service lines for
roof, foundation, and area drains on all lots. Such service lines shall be connected to

- the approved storm and surface water drainage. system for the subdivision. ,

‘Stormwater Control Facilities. All stormwater control facilities must be operated and

- smaintained'so-as.to-provide the designlevel of performance on an-ongoirig basis.

' SANITARY SEWERS

1.

Design Capacity. Sanitary sewers shall be sized.to. carry. thedesign volumes when
flowing full. .In residential areas, the: design volumesshall-be-based on 125 gallons per
capita daily (gped), 2.8 persons per dwelling unit, and a number of dwelling units
consistent with existing development and zoning.- In other areas, the design volumes

. shall be calculated based on the development which can be reasonably expected in the © - -
i soarear Sanitaryssewers-shall-be-designed-in-accordance with "Criteria‘fof Sewage Works - -

Design" published by the State of Washington Department of Ecology.

K Basements ‘'Where sewets run outside an existing public right of wa)'r, easements will

be required for public maintenance. Such easements shall be a minimum of 10 feet in
width. Where the City is to construct the sewer, a construction easement will be
required having a minimum width of 20 feet. :

. .Minimum Cover. . Sewers should have.a minimum cover of 3 fest.

Side Sewers. Side séwers shall comply with Standard Drawing No. 24 and the current. .
edition, adopted by the City, of the Uniform Plumbing Codé. The installer shall supply

* the City Engineer with-a-drawing of the side sewer.installation.showing location(s) of

the line(s) relative to property lines and the building : structure: .-

WATER LINES

S

.. Design Domestic Flows. .Water.mains shall be sized to provide. a combined fire flow
~ and peak day flow in accordance with the standards shown below.

Water mains in residential areas shall be designed to supply 1,085 gallons per day per
dwelling unit (based on average usage of 124 gped; 3.5 persons per dwelling unit; peak
day demand of 2.5 times average demand) plus fire flow. The number of dwelling
units used for design shall be consistent with.existing development and the zoning of
undeveloped land. Alternate design bases may be used if justified by the designer.

In nonresidential areas, water lines shall be sized to serve development which can be
reasonably expected in the area based on zoning and topography.
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2. Design Fire Flows. For design purposes, tinimum fire flows shall be 1,500 gpm in
low and medium density residential areas; 2,500 gpm in commercial and high density
residential areas; and 3,500 gpm in industrial areas. The design shall be consistent with
the current Fire Départment standards and shall provide the maximum flows while

- maintaining a minimum residential pressire of 20 psi. For further details refer to the

currently adopted edition of the Pullman Fire Department Fire Protection Development

. Standards. Where special conditions exist, greater or lesser design fire flows may be

designated by the Director for new developments and by the Fire Chief for new and
existing buildings pursuant to Section 10A:30.010(3) of the Water Utility Code.

3, Design Pressure. Water systems shall be designed to provide a minimum pressure of
40 psi with no fire flow. With fire flow, the minimum pressure shall be 20 psi in all

- areas. -Water systems shall.be.designed to have a maximum static.pressure of 100 psi at

any building connection. Pumping: stations- and- spressute-reducing valves may be.
required to meet these requirements. Pipes shall be specified to withstand the

© maximum test pressures but in no ¢ase shall pipes.besclassed:less-than 150 psi. The

- designer should contact the City Engineering Division for information on the pressure
'zones and water supply available for the area.

- A=~ Malves:~ Water valves on mains.12. inches-or less in diameter-shall be resilient wedge -
gate valves which meet the latest American Water Works Association standards. Valve
types and models on larger mains will be as approved by the Director. Generally,
valves should be located so that a water line can be shut off without eliminating service
to more than 20 homes or more than one fire hydrant. '

5. ©  Minimum Diameter. Water mains for public maintenance shall have a minimum
diameter of 6 inches, except that mains not serving a fire hydrant may have a minimum
diameter of 2 inches- provided that the domestic and irrigation demand can be .
reasonably met without excessive water veloeities and friction losses as determined by
the City Engineer. ‘ : .

6. . Hydrant Spacing.. Fire hydrant spacing shall not -exceed :600:feet-measured along the
curb line in areas zoned R-1, R-2, or.RT.and shallnot-exceed:300 feet in other areas.
. The Fire Chief may require additional -hydrants.in-accordancewith.the Uniform Fire
..Code. .For further details. refer to. the currently adopted -edition-of the Pullman Fire -
Department Fire Protection Development Standards. :

located within 20 feet of the end of any dead-end water main, including temporary
dead-end mains in phased developments. Blowoff vaives and their installation shall be
as per standard drawing 2.

8. AirRelief Valves. An air relief valve per City of Pylimen Standard Drawing No. 17
will be required at the high point of each water main. A blow-off valve or hydrant shall
'~ not be considered as a substitute for an air relief valve. Design pipe grades shall

minimize the use of air relief valves wherever possible.

7. Blowoff Valves. . A blowoff valve must be located at the end, or a fire hydrant must be
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K.

9, Easements. ‘Where water mains and/or fire 'hydrants are constructed outside of existing

public right of way, easements will be required. The easements for maintenance of the
lines must have a minimum width of 10 feet. If the water line is to be constructed by
the City, a construction easement must be provided with a minimum width of 20 feet.

10.  Minimum Cover. Water lines shall be constructed with a minimum of four feet of

cover unless otherwise approved by the City Engineer and shall have thrust restraining

. as specified in the Standard Specifications. Excessively deep water mains shall not be
allowed without specific approval by the City Engineer.

RETAINING WALLS

1., Design. .No private retaining wall .shall be constructed in. the public right of way
without prior approval of the Director. Retaining walls‘greater-than 5 feet in height
- must be designed by an engineer licensed in the State of Washington and bear the
‘signature and seal of that engineer. The City has prepared engineered designs for
-retaining walls which may be used in most locations. No private retaining walls will be
.. allowed in the right of way where the wall may interfere with potential future private or

. public utility needs.

2, Sight Distance... Retaining walls . constructed near intersections shall be designed to

) maintain the minimum sight distances for streets and shall conform to vision clearance
area provisions of the City Code. Where this provision is found to be impractical, the
Director may approve alternate proposals.

3."  Guardrails. Where a street or sidewalk is within 5 feet of the top of a retaining wall

greater than 2 feet in height, the wall must have a pedestrian railing along the-top. All
. retaining walls greater than 6 feet in height must have pedestrian railings. Standard
- drawing no. 1 shows an example of an acceptable pedestrian railing,

UTILITY LOCATIONS

The. location of wutilities in the public right of way: shalfl be as-approved by ‘the. Director.
Franchised utilities should normally be located in a common-trench-with-trenches parallel to

- City utilities trenches and located so as to provide at least five (5) feet clear between franchise
and City utilities. Public utilities located outside the public right of way are discouraged.

Valves, manholes, and cleanouts located in undeveloped terrain shall be marked with a

. . partially l_auried, reinforced concrete or steel post with a cleated base to prevent withdrawal,

STREET TREES
This section is intended to inferpret chapters 11.48 and 11.50 of Pullman City Code.

Oiwners of adjoining property may. plant trees aﬁd shrubbefy in the public tight of way with the
approval of the Director of Public Services except as follows:
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1. No tree or shrub which is or can reasonably be expected to become greater than 3 feet
in height shall be planted within 6 feet of the face of curb on any street. Height of trees
or shrubs shalt be measured as the height above the top of curb, :

2, No existing street or sidewalk pavement may be cut for the planting of trees or shrubs
unless the Director has approved such pavement cutting, :

3. Maintenance of trees and shrubs shall be the responsibility of the adjoining property
«  owners. Trees and shrubs shall be pruned and maintained as necessary to provide the
- minimum sight distances for streets, :

No tree growing within the public right of way shall be removed without the approval of the
Director of Public Services if the- trunk of the tree is greater than 4 .inches in diameter
measured at a point 12 inches above the ground, or if the. height.of the.tree exceeds 20 feet.
‘Smaller trees and shrubs may be removed by.the owner of adjoining: property without approval

of the Director of Public Services.

Trees and shrubs overhanging a public street and/or sidewalk shall be pruned to maintain an
unobstructed clearance the full width of the pavement or sidewalk, 7 feet above the sidewalk

«7and 16,5 feet-above.the street.--These requirements shall be the responsibility-of the -adjacent - - |

property owner.

SITE PLANS

This section is intended to-complement chapter 17.135 of the Pullman City Code for private
development requiring site plan review by the City. I

1., Nehiele Access: . Private development shall have vehicular access to ‘the street-in
accordance with the standard drawings, off-street parking in accordance with the
Pullman City Code, and adequate access and egress for fire vehicles. The Director may

" restrict:the-number,:location, and -design of. driveways.where:necessary to protect the -
safety of vehicular and pedestrian traffic in the public right of waiz: L

nou2i s, o Rarking, - The+developer. must.provide-evidence: that-parking areas would provide the
minimum number of parking stalls required by the Zoning Code (Title 17 of the
Pullman City Code) in accardance with the minimum standards for parking lots shown
in Attachment No. 6. o ' | _
Parking areas of 4 or fewer parking spaces shall be gravel surfaced or paved, including
the driveways serving the parking area. Parking areas of 5 or more parking spaces -
must be paved. Driveways serving loading areas and fire access lanes shall have a
minimum width of 20 feet and be asphalt or concrete paved surface. "Paved" means, as
a minimum, 2 inches of asphalt pavement with a 6-inch gravel base, or 5.5 inches of
'Portland cement concrete pavement with a 4-inch -gravel base or similar. Where
necessary fo control storm water or to control vehicular access, the Director may
- require curb along driveways and in parking areas. - '
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- Street Improvements. The Director may require the developer to improve the public
streets used for access to the site as necessary to control dust and erosion and to provide
for traffic safety. Improvements may include paving, curb and gutter, sidewalks, storm
drainage, turn lanes, signing, street lighting, signals, and similar improvements, The
improvements required shall be limited to those necessitated by. the new traffic
movements to be generated by the new private development.

Drainage. Roof drains, subdrains, and surface drainage shall be shown on the site plan.

Storm drainage shall be to a public storm drainage System, to am existing natural

‘drainage course, or to a properly designed retention or detention basin. Where

» - -nwdevelopment-will increasethe rate:or energy of storm runoff and/or change the location -

of the storm runoff discharge, provisions must be made to protect downstream property

.- from erosion and flooding. Building drains may not discharge to the surface where
. > such.discharge will cause direct flow across a sidewalk. :

Grading. A grading plan must be submitted if any of the following apply and a grading
permit must be obtained if the site plan review process.ismot-applicable:

a. If any fill will exceed 10 feet in height; or,
b. If any excavation will exceed 10 feet in depth; or,
- ¢ - Ifthetotal volume of'cut and fill will-exceed 50 cubic yards.

A grading plan must be adequate to show all new cuts and fills and changes in
drainage. Grading (cut and fill) should be kept to a mininium. Grading should be
designed to minimize the visual impacts from surrounding properties, Cut slopes and

- fill slopes steeper than 2:1 will require a retaining wall or other protection.to ensure
slope stability. A slope steeper than 2:1 and more than 10 feet in height will be
required to have a five (5) foot high chain link fence or other approved protection at the
top of the slope. Where cuts or fills greater than 20 feet in height or steeper than 2:1-
- are proposed, a-report must ‘be submitted, signed by an engineer qualified to do such
© work and registered ini the State of ‘Washington, showitig the methods that will be used
* to ensure stability of the fills and slopes. ‘Grading plans shall include provisions for

- ~drainage -and-erosion-and sediment control during construction. ...- .. - :

. Water, Sewer and Storm Drain. Propesed connections to:the public water, sewei",'and

- <= :storm.-draiit-lines must be shown-on the site-plan. - If-existing public water; sewer, and

storm drain lines are not adequate to accommodate the increased demand created by the

‘proposed development, the Director may require the developer to improve or replace

. existing public water, sewer,.and storm drain lines at no cost1o the City. A drawing of
the location of the sidesewer stub must be provided to the City Engineer,

Additional fire hydrants may be required along the adjoining street or within the

" development when determined necessary by the Fire Chief in aécordance with the City
Fire Department adopted standards. All fire hydrants and all ‘water Hnes serving fire
hydrants shall be dedicated for City use and maintenance. .

Pu_blié Access. Except as noted below, each building must have pedestrian access
separate from vehicular driveways and at least one pedestrian access route shall be
usable by persons with disabilities. EXCEPTIONS: Apartment buildings of four or
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fewer apartments; warehouses and other structures where the need for pedestrian aocess
is negligible, ' | ' '

The Director may require the construction of a public walkway along the adjoining
street if none exists. The Director may require replacement of an existing sidewatk
along a public right of way if the existing walk does not meet the current City
standards. The effect of a development on significant trees is regulated by section
17.45.070 of the Pullman City Code. Sidewalks shall be installed as required under
Section C, Part 5. '

#.8.+ .vSizeet.Addressing. .The:City Engineering Division-will - assign.-a street address or
addresses for each development. The owner of the development will: designate the .
various units of the development by numbers, letters, or otherwise (e.g., Apartment No.

- - 101,.Space 3-A, Unit 5, etc.). If the.development consists. of mote than 6 units, the
owner will submit a reproducible copy -of the:systemsofsunitinumbers, ete., and the
system will be used for postal addresses, building permits, etc. The City will not assign
individual street addresses to the various units of a single structure.development having
more than two units. ' '

9.. - Floodplain.. Any development in the floodplain must meet the requirements.of Chapter.
7.100 of the Zoning Code. ' o

. PLAT MAPS .

Final subdivision plet maps and’ short plat maps shall be drawn in the format shown in
Attachment No. 7. Al certifications and approvals shall be signed before the map is recorded
with the County Auditor. ' :

Durable black drafting wiedia, such as India irik 'or photogeaphic reproductions, shall be used

o on plat maps, to -assure clear reproduction on standard printing equipment (Ink-jet and

xerographic media are. not considered durable). Signatures shall be made with fine-tip
- permanent black marking pens. All plats shall be drawn on polyester film (Mylar) sheets no

- +larger than 24 x 36 inches, at-a minimum scale of one (1) inch.equals 40:feet, unless otherwise

approved. If the plat is on more than one sheet,.each sheet.shall be labeled"Sheet . .- of "
. A standard sheet size of 24 x 36 inches.is preferred.forallplats:and:shortyplats. o

- .Residential subdivision plats shall inglude wtility easerments 5 feet wide along each front lot

line and ten (10) feet wide along the front lot line of cul-de-sac lots,

I grading is to. occur outside the limits of roadway improvements, a grading permit may be
required prior to final plat approval. See requirements under "Site Plans."

. BOUNDARY LINE ADJUSTMENTS

Changes to property"boundary liies do not require the filing of a short plat if (1) no additional
lots ate created, and (2) the resulting lots meet zoning requirements for minimum lot area and
dimensions. To assure compliance with these requirements and establish a record of this

compliahce, the following procedure should be employed.
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1. Any person wishing to adjust a boundary line shall submit to the Director a sketch
showing the proposed adjustments. The sketch shall be drawn to scale on an 8% x 11
inch or 8% x 14 inch sheet. It shall show existing and proposed property lines; the Iot
numbers, block numbers, and subdivision names of the existing property; and the
setback dimensions of existing buildings from the proposed revised property boundary
lines. .

2, The Director will review the proposed boundary line adjustments. If the proposed

-~ change creates no additional lots and conforms to Pullman Zoning Code requirements

- ..~ for:lot- dimensions; lot: areas, building-coverage; and setbacks, the Director will attach

and sign an approving affidavit. This approval will not accomplish the boundary line

adjustment, however. It will be necessary for the legal owners of the properties

+involved-to.record additional- dacuments.with the Whitman, County. Auditor in order-to-
legally transfer ownership of the affected areas. .

Boundary line adjustment approvals signed by the Director will be-retained in the files of the
Engineering Division. '
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City of Pullman, Whitman County, Staté of Washington -
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NOTES FOR ATTACHMENT NO. 7

The correct name of the subdivision shall be shown prominently at the top of each sheet of the plat.

If the sybdivision is a replat of an existing subdivision, an extra line should be included in the tile to
show the land being replaited; for example, "A REPLAT OF LOTS 2 & 3 .OF JOAN'S 2ND
ADDITION." In case of a replat, the existing lot lines should be shown dashed or faint on the plat. '

The subdivision boundary should always be tied 0 a section line and 2 }I;di:;uhiéptéd section corner or
- quarter corner. The ties shall be sufficiently indicated so. that the section ling;will provide a basis of
- bearing. The bearing used on the section line should be derived Jfrom:the published coordinates of the

City of Pullman.

If desired, the firm preparing the .plalt may include the firm name, a logo, and such other informétion
as the firm requires for its records. This should not be a title block, as the title of the subdivision has
already been shown at the top of the plat. :

SURVEYOR'S CERTIFICATE:

This map correctly represents a survey made by me or under my direction in conformance with the
requirements of the survey recording act at the request of . in
. 20 . ‘ o )
" Signature and Ticense No, -

i

 TREASURER'S CERTIFICATE: -

I hereby ce;ﬁfy that taxes an& assessments on property shown herein have been paid for 20
and preceding years this day of : » 20 . :
‘Whitman County Treasurer
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NOTES FOR ATTACHMENT NO. 7 (Cont.)

AUDITOR'S CERTIFICATE:
Filed for record this day of . , 20 at

M., under Microfilm Number o ' . at'the request of

Whitman County Auditor
' (Provide a 4" x 3/4" space near Auditor's Certificate for auditor's receipt)

ASSESSOR'S CERTIFICATE:

. I'hereby certify that this property is assessed to___ o - according to current

tax rolls.

County Assessor _  Date

DEDICATION:

KNOW ALL MEN BY THESE PRESENTS: that _ (name) and __ (name)  (husband and wife) (a
‘single person) (d/b/a partnership) (a _ corporation) (etc.), owners
in fee simple, and , (a ~____ corporation)(etc.), as _(mo: ee

(etc.) 'have with their free consent and in accordance.with their .desires.caused the land herein

described to be subdivided and platted as _(name of subdivision) - .and.do.hershy adopt the survey of
- Apame of surveyor company or:surveyor).. -as the-official survey of :(name of subdivision) - and do

hereby.dedicate and quit claim to the use of the public forever, all streets, avenues, places, and public

easements shown on the plat; including easements for and the right to make necessary slopes or cuts

ot fills upon, the lots, blocks, tracts shown on the plat in the reasonable original grading of all streets,
. avenves, places, and public easements, shown thereon; and hereby waive all claims for damages
against any governmental authority which may be occasioned to the adjacent land by the established
construction, drainage, and maintenance of said streets, avenues, places, and public easements; and
hereby certify that they are the owners of and- the only parties having any interest in-the lands so
divided, and that the property shown hereon is not encumbered by any delinquent taxes or
assessments; and, that they are authorized to.sign this dedication,
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.. NOTES FOR ATTACHMENT NO. 7 (Cont.)

In witness whereof we have set our hands this __dayof __ ~ 20 .
- (name)
(name)
(name of security holder)
by
(name) ' (title)
by ' :
(name) (title)

 ACKNOWLEDGMENT (Individual): o I

STATE OF WASHINGTON )
' ) ss.
County of Whitman )

On this day of » 20 , before the undersigned,
a notary public in and for the aforesaid state, personally appeared before me (name(s))

| . ~to me known to be the:person(s). who-executed the -within and foregoing instrument.and acknowledged - - -

that (he/she/they) executed the same as a free and voluntary- act-and.deed: for:the purposes mentioned
therein. : -

Notary Public. in and for the State of Washington
Residing at

My Commission expires

DSa-3




NOTES FOR ATTACHMENT NO. 7 (Cont.)

ACKNOWLEDGMENT (Corporation);
'STATE OF WASHINGTON )
. ' ) 88,
County of Whitman )
On this - day of . , 20____, before the undersigned, a notary
public in and for the aforesaid state, personally appeared before me (name) and
(name) , (title) and (title) of (corporation name) , Tespectively,

: -+ the corporation that-executed: the within.and foregoing instrument; who acknowledged said execution -
to be the free and voluntary act of said corporation for the purposes mentioned therein and stated on
oath they are authorized to execute said instrument and that the seal affixed (if any) is the corporate
seal of said corporation. : .

Notary Public i and for the State of 'Washing_ton

Residing at

My Commission expﬁes

CITY APPROVAL:
Approved By‘the Pullman City Council at its regular meefing of ‘ , 20 s
by Resolution Number '

Mayor, City of Pullman ~_ Date
ATTEST: |
Finance Director _ " Date
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' NOTES FOR ATTACHMENT NO. 7 (Cont,)

OR (for short plats where right of way is being dedicated):
. CITY ACCEPTANCE:

Dedication of right of way accepted by the Pullman City Council by Resolution Number
, dated ,20 -, '

Mayor, City of Pullman Date
ATTEST:
Finance Director . - Date

PUBLIC WORKS DIRECTOR CERTIFICATE:

' Api)r&ired as to survey data, easements, improvements, and compliance with regulétions.

I hereby . certify that all required public works improvements have been satisfactorily

constructed or adequate security has been posted for construction of deferred improvements. -
Examined :and approved this dayof , 20 '

Dlrector of Public Works
City of Pullman

FINANCE DIRECTOR CERTIFICATE:

I hereby certify that all assessments and other fees for which the property may be liable have
been paid. . ' ~

- Finance Director Date
. City of Pullman
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CITY OF PULLMAN STANDARD SYMBOLS, CONTINUED
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AcC.
ACP
Aggr.

~ Asph,

Bldg.
BM
Bng.

CAP
C.B.
CF.
ClL.
CL
CMP
Conc.
Const.
CSTC

CSBC

CITY OF PULLMAN

STANDARD ABBREVIATIONS
at N north
asphalt concrete . No. number
asphalt concrete pavemen Pavt. ' pavement
aggregate - - PC : point of curvature
. asphalt ' PCC portland cement concrete
building Pl point of intersection
benchmark PT point of tangency
bearing Rt. right
centerline S south
corrugated aluminum pipe San. sanitary
catch basin S.D. storm drain
cubic foot Sdwk., sidewalk
class S.F. square foot
cast iron Sht. sheet
corrugated metal pipe Spec. specifications
concrete - St street
construct, construction Sta. station
crushed surfacing top course Std. standard
crushed surfacing base course S.Y. . square yard
cubic yard T. ton
drive Typ. typical
- driveway - VC vertical curve
drawing W west
each
elevation
edge of pavement
excavate; excavation
existing o
fire hydrant
finish; finished
foot
inch
~ invert
joint
pound
linear foot
lump sum
left -
maximum
manhole
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